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Installation Instructions for Subaru (2011-2013) 
Model EBL 

 
 

(Read entire Instruction Sheet before starting Installation) 
 
#1. Remove the rear Compartment floor trim, including the spare tire, down to the bare 

metal.  Though the spare tire can be left in place, it will not be removable with the 
Extendobed installed.  

  
#2. The Extendobed can be installed as delivered.  However, depending on the complexity 

of the carrier, and particularly the vertical height clearances, it may be easier, or 
necessary to disassemble the Extendobed Anchor Frame from the frame assembly and 
set it in the vehicle, then reassembling once the Anchor Frame is in the vehicle.  This is 
done by removing the stop angles on the handle end of the frame assembly and sliding 
the unit apart. (See photo #8, page 7 of the Owners Manual & Installation Guide) 

 
#3. Once the Extendobed Anchor Frame is placed in the vehicle, the carrier reinstalled, and 

the stop angles are in place, check the unit for clearance with the seats up, and the rear 
hatch closed, before drilling any holes.  Adjust the location of the Extendobed as 
necessary.  

 
#4. Extend the Extendobed just far enough to access the holes in the Anchor Frame just 

behind the second row seats.  Drill 9/16" holes through the two holes in the rear anchor 
bracket (similar to the Expedition install details, page 9 of the Installation Guide) It is best 
to drill 1/4" pilot holes first.  Then insert 1½” by ½" bolts through the floor and place the 
anchor plate in place.  

 
#5. Once the back of the Extendobed is secured, the unit may be extended to access the 

anchor points at the back of the vehicle.  Again, drill 9/16" holes through the floor, and 
place 1½” by ½" diameter bolts through the floor, with flat washers, lock washers, and 
nuts placed below. 

 
#6. If an Energy Chain is to be installed, a chain support bracket will be supplied (sheet 

metal “Z” bracket) that can be screwed to the tube section above the spare tire housing 
to support the span of Energy Chain across the housing.  Tech screws will be provided 
to attach the EC bracket.  Follow the Energy Chain Installation Instructions to install the 
chain. 

 


